 


                                         PRODUCT:-  BRILLIANT ALUMINIUM PAINT


                                      


                                     REFERENCE:-  A/303/3





                                           COLOUR:-  SILVER





                                              FINISH:-  HIGH METALLIC SHEEN





                                                TYPE:-  MODIFIED COUMEROME





                                    TYPICAL SG:-  1.0 AT 20oC





                     TYPICAL VISCOSITY:-  20 SECONDS BS 1733 FLOW CUP AT


                                                               25oC 





              TYPICAL TOTAL SOLIDS:-  49.5% BY WEIGHT





                                 FLASH POINT:-  APPROX. 38oC (CLOSED CUP)





       RECOMMENDED THINNERS:-  WHITE SPIRIT OR TURPS. SUBS.





                                APPLICATION:-  BRUSH OR SPRAY





                     *COVERAGE GUIDE:-  10 SQ. METRES/LITRE





                             *DRYING TIME:-  SURFACE DRY - 3 HOURS


                                                             THROUGH DRY - 12 HOURS 





                                              USES:-  AS A HEAT & LIGHT REFLECTIVE


                                                             PROTECTIVE FINISH.  HEAT RESISTANT


                                                             TO 150oC


                                      





                                HEALTH & SAFETY:-  SEE SHEET HSD 'K'





*BY BRUSH TO A DRIED FILM THICKNESS OF 20-25 MICRONS AT 20oC.














TECHNICAL HEALTH AND DATA SHEET
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PAINTS, PRIMERS & SPECIALISED COATINGS





Ellenshaw Works, Lockwood Street, HULL.   HU2 OHN


                             Telephone : 01482-328053                           Fax:  01482-219266




















