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EVERBUILD MOSS AND MOULD REMOVER is a powerful, fast acting solution  which is effective on most surfaces. It quickly removes fungus, moss and lichen from floors walls and roofs.  It also leaves a residual surface to help prevent further infestation. 


*
Internal and external use.

*
Fast acting.

*
Leaves a residual surface to prevent future infestation.

*
Powerful formulae. registered with HSE under “Control of Pesticides 




Regulations; 1986” (HSE 7183).

*
Kills mould caused by damp on internal and external floors and walls.

*
Kills mould growth on roofs prior to coating with bituminous 





coatings.

* 
Removes algae and moss from patios/drives.

· Ready to use - do not dilute

· For use only as specified as a surface biocide.


Always read label before use and wear suitable protective equipment. Supplied ready to use. Do not dilute. Remove all surface debris and growth from the area to be treated.  Apply by brush or spray in at a rate of  1 litre per 5 - 10m2 depending on porosity of surface. Leave solution for 20 minutes. Finally, wash down 

the area with water . Repeat process for badly infested areas. Take care not to allow residues to run directly into fresh watercourses. 





Appearance:

Clear solution. (water based)





S.G (20oC):

1.0gcm3





Freezing Point:
0oC approx.





ACTIVE INGREDIENTS
Benzalkonium Chloride (1%w/w)

2-Phenylphenol. (0.25% w/w)





drying time

1-12 hours from washdown depending on surface.





Coverage:

1 litre will cover approximately 5- 10m2 of surface 






depending on nature of surface



Registered under the Control of Pesticides Regulations (1986) HSE 7183
LABEL FOR SUPPLY:
Irritant (Xi).

RISK PHRASES  
R36/38
Irritating to eyes and skin.

SAFETY PHRASES:  


The (COSHH) Control of Substances Hazardous to Health Regulations 1994 may apply to the use of this product at work. WEAR SUITABLE PROTECTIVE CLOTHING (COVERALLS) AND SYNTHETIC RUBBER/PVC GLOVES when using. DO NOT BREATH SPRAY MIST, Otherwise wear respiratory protective equipment and eye protection (see HSE Guidance Booklet HS (G) 53;  “Respiratory Protective Equipment - a practical guide for users”). AVOID ALL CONTACT WITH EYES. WHEN USING, DO NOT EAT, DRINK OR SMOKE. WASH SPLASHES from skin or eyes immediately. IF SWALLOWED, seek medical advice immediately and show this container or label. WASH HANDS AND EXPOSED SKIN before meals and after use. DO NOT APPLY TO SURFACES on which food is prepared. Remove and cover fish tanks and bowls before application. COVER WATER  STORAGE TANKS before application. REMOVE OR COVER ALL FOODSTUFFS BEFORE APPLICATION. UNPROTECTED PERSONS AND ANIMALS SHOULD BE KEPT AWAY FROM TREATED AREAS FOR 48 HOURS OR UNTIL SURFACES ARE DRY. DANGEROUS TO FISH AND OTHER AQUATIC LIFE. Do not contaminate watercourses or ground. PREVENT ANY SURFACE RUN OFF FROM ENTERING DRAINS. AVOID ALL CONTACT WITH PLANT LIFE. KEEP AWAY FROM FOOD, DRINK AND ANIMAL FEEDING STUFFS. KEEP OUT OF REACH OF CHILDREN. THIS MATERIAL AND ITS CONTAINER must be disposed of in a safe way.


Store at moderate temperatures in original containers. PROTECT FROM FROST.


12 months when stored according to manufacturers instructions,
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