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EVERBUILD DEFENDER WATERSEAL is a high performance transparent water repellent specially formulated to prevent water penetration on all mineral substrates such as brick, stone, concrete, pebbledash and rendering. Based on the latest technology silicone resins, DEFENDER WATERSEAL does not contain solvents harmful to the user or the environment and is non-flammable.  DEFENDER  WATERSEAL penetrates deeply into the treated surface to provide effective water repellence for many years; is unaffected by ultra violet light and offers improved water beading compared with traditional solvent based products. 


· Improved durability and beading effect.

· Solvent free formula - environmentally friendly

· Non-flammable

· May be applied by conventional garden spray.

· May be applied to damp surfaces.

As an effective water repellent on:

· Brick

· Stone

· Render

· Concrete

· Pebbledashing.


· Do not apply below 10oc. 

· Do not apply when raining or when rain is imminent. 

· Do not use on painted surfaces. 

· Allowing the first coat to dry may prevent penetration of the second coat. Always apply second coat within 1 hour, or before first coat is dry.

· Do not use on wood, plastic or rubber.

· Do not use in fishponds.

· Do not use detergents to clean the substrate prior to application of this product - this will dramatically reduce the beading effect.

Note: The surface to be treated may darken after the first application. always test a small area first PRIOR to coating the whole surface.



All surfaces must be clean and sound, free from dirt, mould, algae. grease and other contamination. Surfaces may be damp no wet. Carry out surface repairs and fill cracks before application

Shake well before use. Do not dilute. Apply using brush, spray or roller. On vertical surfaces apply from bottom up. Ensure the whole area to be treated is saturated. On horizontal surfaces saturate and brush in any puddles after 15-20 minutes.Apply in two coats, applying the second coat whilst the first coat is still damp (within 1 hour).



   COLOUR


Milky white - dries clear. 


   ACTIVE COMPONENTS
Emulsified polysiloxane (silicone) resin in water.

    COVERAGE


5 - 8m2/litre depending on porosity and 





nature of surfaces being treated.


Safe in normal use. Avoid skin and eye contact. In case of contact with eyes rinse immediately with copious water and seek medical attention. Wash splashes with soap and water before product dries.

Keep out of reach of children. Wear eye/face protection. Do not breathe vapours. Use only in well ventilated areas.


Store in cool, dry conditions, protect from frost.


9 months from date of manufacture. Not that the product towards the end of this period may separate into white and clear layers. Simply shake well before applying to reconstitute. This is an aesthetic and will not affect the performance of the product.
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