> CASE STUDY
CE NTREE:‘OAT Centrecoat

Moisture Blocker

Products applied: Centrecoat Moisture Blocker

Location: St Peter Port, Guernsey

Date: April 2016

Ownership: Private Residence

Architect: CCD Architects

Substrate: Brick cellar walls

Project Work Undertaken: Treatment of cleaned brick walls with a treatment to reduce
dampness in a cellar.

Area Treated: 30 m?

Summary:

Nearly fourteen years ago the National Trust of Guernsey were lucky enough to be able to
buy Brockhurst for one golden guinea as a bequest from the late Florian Carr’'s Estate.
Brockhurst is a recognisable, important St Peter Port property and the restoration has been
painstakingly planned, processed and enjoyed. The result — a superb and proud one for the
heritage of Guernsey.

The property overlooks and commands a spectacular view of St. Peter Port and Jersey
beyond. This impressive building was completely refurbished under the guidance of Stuart
Pearce, from CCD Architects. Part of the project involved the treatment of the cellar walls as it
was subject to dampness penetrating from the ground behind the walls. Promain
recommended the application of Centrecoat Moisture Blocker to the cleaned walls which
quickly removed the offending dampness whilst still allowing the brick surface to remain
as visually original as instructed.
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