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Rust-Oleum Netherlands B.V.
P.O. Box 138
4700 AC Roosendaal
The Netherlands
T:  +31 (0) 165 593 636
F: +31 (0) 165 593 600
info@rust-oleum.eu

Rust-Oleum UK Ltd.
Rotterdam House, 116 Quayside
Newcastle, NE1 3DY,
United Kingdom
T:  +44 (0)2476 717 329
F:  +44 (0)2476 718 930
info@rust-oleum.eu

Rust-Oleum France S.A.S.
11, rue Jules Verne - B.P. 60039
95322 St-Leu-La-Forêt Cedex
France
T:  +33 (0) 130 40 00 44
F:  +33 (0) 130 40 99 80
info@rust-oleum.eu

N.V. Martin Mathys S.A. 
Kolenbergstraat 23
3545 Zelem 
Belgium
T:  +32 (0) 13 460 200 
F:  +32 (0) 13 460 201 
info@rust-oleum.eu

Description
The Railings at the Bournemouth Pier are treated with 
7500 Alkythane to prevent corrosion

Country
UK

Main product
7500 Alkythane

Substrate
Metal

Year
2006

System
Zinsser Water Based Primer, followed by 2 coats of 
Alkythane® 7592

7500 Alkythane - Railings Bournemouth


