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NETWORK RAIL L3/CIV/039 APPROVED SYSTEMS

The following paint systems have been independently tested, assessed and certified according to
NR/L3/CIV/039. The systems have been registered in the PADS database.

Newbuild

System Nll.lt:ilt':er Products DFT(micron)

7.1.1 Hempadur 17940 25

7.1.4 Hempadur 47960 150

N1 7.3.1 or | Hempathane HS 55810 (gloss) 50

7.3.1or Hempathane HS 55610 (semi-gloss) 50

7.3.4 HEMPAXANE LIGHT 55030 (Polysiloxane (isocyanate free)) 50

7.1.2 Hempadur 1555E 25

7.2.3 Hempadur Multi-Strength GF 35870 400

N2 7.3.1or | Hempathane HS 55810 (gloss) 50

7.3.1or | Hempathane HS 55610 (semi-gloss) 50

7.3.4 Hempaxane Light 55030 (Polysiloxane (isocyanate free)) 50

7.1.3 Hempadur Zinc 17360 50

7.2.2 Hempadur MIO 47950 125

N4 7.2.2 Hempadur MIO 47950 125

7.3.1or Hempathane HS 55810 (gloss) 50

7.3.1or | Hempathane HS 55610 (semi-gloss) 50

7.3.4 Hempaxane Light 55030 (Polysiloxane (isocyanate free)) 50

N (Galv 7.1.4 Hempadur 47960 125

Sweep "1 7.3.10r Hempathane HS 55810 (glosg) 50

Blast) 7.3.1or Hempathane HS 55610 (semi-gloss) 50

7.3.4 Hempaxane Light 55030 (Polysiloxane (isocyanate free)) 50

Please see page 2 for Maintenance systems.
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The following paint systems have been independently tested, assessed and certified according to
NR/L3/CIV/039. The systems have been registered in the PADS database.

Maintenance

System NLt;'t')‘er Products DFT(micron)

7.1.2 Hempadur 1555E 50

M20 7.2.2 Hempadur Mastic 45880 125

7.2.2 Hempadur Mastic 45880 125

(Blast 7.3.1 Hempathane HS 55810 (gloss) 50

primer) 7.3.1 Hempathane HS 55610 (semi-gloss) 50

7.3.4 Hempaxane Light 55030 (Polysiloxane (isocyanate free)) 50

5.1.7 Hempadur 15570 50

M20 7.2.2 Hempadur Mastic 45880 125

(Damp 7.2.2 Hempadur Mastic 45880 125

surface 7.3.1or Hempathane HS 55810 (gloss) 50

primer) 7.3.10r Hempathane HS 55610 (semi-gloss) 50

7.3.4 Hempaxane Light 55030 (Polysiloxane (isocyanate free)) 50

7.1.3 Hempadur 17360 50

M20 7.2.2 Hempadur Mastic 45880 125

7.2.2 Hempadur Mastic 45880 125

(Zinc 7.3.1or Hempathane HS 55810 (gloss) 50

Primer) | 7.3.10r | Hempathane HS 55610 (semi-gloss) 50

7.3.4 Hempaxane Light 55030 (Polysiloxane (isocyanate free)) 50

7.1.2 Hempadur 1555E 25

M21 7.2.3 Hempadur Multi-Strength GF 35870 400

7.3.1or Hempathane HS 55810 (gloss) 50

7.3.1or Hempathane HS 55610 (semi-gloss) 50

7.3.4 Hempaxane Light 55030 (Polysiloxane (isocyanate free)) 50

7.1.5 Hempadur Mastic 45880 19910 100

M24 7.1.7 Hempadur Mastic 45880 100

7.3.1or Hempathane HS 55810 (gloss) 50

7.3.1or Hempathane HS 55610 (semi-gloss) 50

7.3.4 Hempaxane Light 55030 (Polysiloxane (isocyanate free)) 50

7.2.6 Hempadur Multi-Strength 45540 400

M34 7.3.1or Hempathane HS 55810 (gloss) 50

7.3.1or Hempathane HS 55610 (semi-gloss) 50

7.3.4 Hempaxane Light 55030 (Polysiloxane (isocyanate free)) 50

The above systems are valid at the date of publish. All systems have certificates detailing the specification and expiry dates.

July 2020



