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Outline Specification 
 
Mapei Purtop Easy, BBA accredited, Polyurethane 
waterproofing system onto concrete, cementitious 
screeds, OSB / Exterior Grade Plywood, asphalt, 
rubber, plastics and metal. 
 
Introduction This specification is for the application of Mapei Purtop Easy 

onto a suitable substrate. 
 

Surface Preparation By suitable mechanical means, remove all surface 
contamination and residues to leave a dry and dust free 
open textured surface. Carry out and any repairs to the 
substrate using the appropriate Mapei product depending 
on the substrate. 
 

Primer Application Prepare the primer following the guidance outline on the 
Technical Datasheet. (See page below for primer selection.)  
 

Preparation of Purtop 
Easy 
 
 

Open the bucket and ensure all the components and solids 
at the bottom are thoroughly mixed using an electric mixing 
paddle.  

Junctions & 
Reinforcement 

It is recommended to locally reinforce the membrane on 
fillet joints and across day  joints and cracks  with a strip of 
Mapetex FG glass fibre reinforcing mesh approximately 20 
cm wide. 
 

Single coat application  
 
 
Two coat application  
 

Purtop Easy mixed with Purtop ADY to the overall surface to 
achieve a minimum thickness of 1.2 mm dry film thickness. 
 
Apply Purtop Easy and embed Mapetex FG into the first coat 
as required, minimum to all fillets and cracks for 
reinforcement. Apply a second coat of Purtop Easy to 
achieve a minimum overall dry film thickness of 1.2mm. 
Allow the first coat to dry before applying the second coat.  
 

Aliphatic Topcoat Coat the Purtop Easy within 24 hours of application with 
Mapecoat PU 20N finish, to be applied in at least two coats.  
 
If an anti-slip finish is required apply the 2nd coat of 
Mapecoat PU 20 which has been mixed with Mapecoat Filler 
at a rate of 7% of the weight of component A while mixing 
at low speed. 
 

Additional information Please consult Health & Safety, system, product and 
application data or contact our Technical Services 
Department on 0121 5086970 or email 
technical@mapei.co.uk.  
 
If you require a full NBS or letter recommendation, please 
email specifications@mapei.co.uk  
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Technical Information: 
 
Purtop Easy is BBA certified Liquid Waterproofing System. Purtop Easy under an 
overcoat of Mapecoat PU 20 N achieves a classification of BROOF(t4) under BS 
EN 13501-5: 2005. 
ODUCT IDENTITY 
TECHNCIAL PERFORMANCE 
PURTOP EASY  
Application temperatures: +5°C to +35°C  
Service temperatures: -40°C to +80°C 
Waiting time from application to putting into 
service at +23°C to 50% R.H.: 

24 hours 

Final thickness: 1.2mm 
  
Elongation at failure (ISO 37): >400% 
Tensile strength (ISO 37): ≥ 2N/mm2 (≥4 with Purtop ADY) 
Tear strength (ISO34-1): > 15N/mm 
Shore A Hardness (DIN 53505): 50 
Reaction to fire (EN 13501-1): Euroclass E 
Crack-bridging ability at +23°C (mm): 5 (mixed with Purtop ADY) 
Crack-bridging ability at -20°C (mm): 4 (mixed with Purtop ADY) 
Impermeability to water in pressure (1.5 bar for 7 
days of positive side): 

No penetration 

Resistance to root penetration (EN 13948): No penetration 
  
PURTOP ADY  
Consistency: Liquid 
Colour: Brown 
Mixing ratio with Purtop Easy:  1.2 litre can per 15kg bucket of 

Purtop Easy 
Workability of Purtop Easy admixed with Purtop 
ADY: 

Approx. 20 minutes 

Application temperature: +5°C to +35°C 
  
MAPETEX FG  
Type of fibre: Glass 
Colour: White 
Weight (g/cm3): 100 
Size of rolls: 50m long x 1m wide (50m2) 
  
MAPECOAT PU 20N Component A Component B 
Consistency: liquid Liquid 
Colour: Grey, Blue and 

Black  colour 
Neutral 

Density (g/cm3): 1.25 1.07 
Mixing ratio: 12.9kg 2.1kg 
Consumption: 0.15 – 0.2 kg/m2 per coat 
Application temperature: +10°C to +35°C 
Set to foot traffic (hours): 24 

 

 

 



 

MAPEI Purtop Rudimentary Priming Information 
NOTE: Prior to application ensure surface preparation and application of the product are 
as per product recommendations 

Please refer to the current version of the Technical Data Sheet, available from our 
website www.mapei.com for full product information 

 
Surface Purtop Easy 

Concrete/Screed 
/Tile/ Timber (OSB/Plywood) 

Primer SN & Quartz 0.5 

Concrete/Screed 

(Dry) <4% 

Primer FT            

 

Concrete/Screed 

(Damp) 4 – 5.5% 

Primer EP4 Fast 

Rigid or flexible plastic, PVC & 
Polycarbonate 

Primer P1 

 

TPO Primer P2  

EPDM Polyglass EPDM Primer or Polyglass PVC Primer   

 

Bituminous membrane (smooth, 
sanded & mineral) 

Mapecoat I 600 W 

Metal Primer EP Rustop or Primer ER 100 W 

Overcoat Primer PU60 + 1% PU Catalyst 
Primer R30  

 
NOTICE  
The information contained herein and any other advice, are given in good faith based on Mapei's current knowledge and experience, and  
are adequate when the products are properly stored, handled and applied under normal conditions, in accordance with Mapei's recommendations. 
The information only applies to the applications and products expressly referred to herein and are based on laboratory tests which do not replace 
practical tests and may not fully reflect actual performance on site where application and service conditions will be different. In case of changes in 
the parameters of the application, such as differences in substrates, temperature and ambient moisture, etc., or in case of different service 
conditions, consult your local Mapei Technical Assistance prior to using the products. The information contained herein does not relieve the user of 
the products from testing them for the intended application and purpose. The specialist contractor is responsible for strictly following the 
application recommendations contained in the available documentation. Users must always refer to the most recent local Technical Data Sheet for 
the product concerned which can be obtained from the web-site or local Mapei representative. 

http://www.mapei.com/

