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Easy-to-read datasheets and guidance 
ensure swift decision-making.  

User-friendly application processes 
minimise disruption on-site.

Clear documentation simplifies technical 
specifications for architects and specifiers.

 Rigorous third-party testing ensures 
reliable, internationally recognised 
certification.

Simple to Understand

Simple to Apply

Simple to Specify

Simple to Certify

Zeroflame offers a revolutionary range of coatings designed to simplify fire protection. 
The complexities of fire protection are addressed with clear specification, straightforward 
application, and simple certification.

Fire safety compliance can often feel confusing, time-consuming, and difficult. Navigating fire 
codes while sourcing reliable, effective fire-retardant materials is a frustration shared across the 
construction sector.   
Zeroflame eliminates this complexity with a comprehensive, user-friendly solution. These 
fire-retardant coatings offer unmatched simplicity in application and certification, allowing 
professionals to meet safety standards with confidence and ease. Whether it’s treating structural 
steel with AquaSteel1001 or applying fire-retardant paint to timber, Zeroflame makes fire 
protection simple, effective, and stress-free.
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UPGRADE

WOOD-C

AQUASTEEL 1001

WOOD-S

TREATMENT

TOPCOATS

Zeroflame Upgrade has been successfully tested to 
European Standard EN13501-1, achieving B-s1, d0 on 
wood with a minimum thickness 
of 8mm, or a non-combustible 
substrate with a minimum 
thickness of 6mm, and density ≥338 
kg/m³, previously coated with paint 
to maximum thickness of 360μm.

Zeroflame Wood-C has been successfully tested to 
European Standard EN13501-1, 
achieving B-s1, d0 on wood and 
wood based substrates with a 
minimum thickness of 8mm and 
density ≥338kg/m³.

Zeroflame AquaSteel 1001 is used 
to achieve 30 and 60 minutes fire 
resistance on structural steel in 
accordance with EN 13381-8:2013.

Zeroflame Wood-S has been successfully tested to 
European Standard EN13501-1, achieving B-s1, d0 on 
wood and wood based substrates 
with a minimum thickness of 
8mm and density ≥338kg/m³, and 
on any substrates having fire class 
A1 or A2-s1, d0 (non-combustible 
substrates) with minimum thickness 
6mm and density ≥338m³.

Zeroflame Treatment has been 
successfully tested to BS EN 13501, 
achieving B-s2,d0 on solid wood with 
a minimum thickness of 12mm, and 
density of 400kg/m³.

Zeroflame Topcoats 
have been 
sucessfully fire 
tested for use in 
conjunction with 
all Zeroflame fire 
retardant coatings.

Zeroflame Upgrade is a waterborne intumescent 
coating designed to prevent the spread of fire on 
previously painted surfaces.

Zeroflame Wood-C is a translucent halogen free, 
waterborne intumescent coating designed to 
prevent the spread of fire on internal surfaces.

Zeroflame AquaSteel 1001 is a thin-film 
waterborne intumescent coating designed to 
provide 30 and 60 minutes fire resistance on 
structural steel members in internal environments.

Zeroflame Wood-S is a waterborne intumescent 
coating designed to prevent spread of fire on 
internal surfaces.

Zeroflame Treatment is a clear waterborne 
impregnation designed to prevent the spread of 
fire on internal and external solid timber surfaces.

Zeroflame Topcoats are protective coloured 
waterborne top coat for use over all Zeroflame fire 
retardant coatings,
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