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PRODUCT SELECTOR

INTERIOR SUBSTRATES ‘
Bare plaster, brick, masonry, etc

ZEROFLAME
TREATMENT

ZFP400168 — 5L
ZFP404647 — 20L

ZEROFLAME
WOOD-C

ZF408478 - 10kg

ZEROFLAME
WOOD-S

ZF408461-12.5kg

ZEROFLAME
UPGRADE

ZFA408492 - 12.5kg

ZEROFLAME
AQUASTEEL 1001

ZF408423 - 5kg
ZF408430 - 12.5kg
ZFA408447 — 25kg

Previously painted plaster, brick,
masonry, etc

Solid bare timber

Bare timber &
MDF/plywood/OSB

X | S| X [X

SN XX

SN XS

xX | X| N [X

xX [ X| X | X

Previously painted timber &
MDF/plywood/OSB
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Structural steel members
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Melamine free
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Achieves European Class B,
Tested to European Standard
EN13501-1

30 mins & 60 mins Protection
Fire tested to EN13381-8
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EXTERIOR SUBSTRATES ‘

Masonry X X X X X
Solid bare timber v X X X X
Previously painted timber X X X X X
Steel X X X X X
Topcoat-C (satin/matt) v X X X
Topcoat-W (satin/matt) X v v v
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