
Colours

Light Reflective Value

Samples are available on request. While great care is taken with the 
colour samples shown, no guarantee can be given that they
represent exactly the colours offered.
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SURFACE PREPARATION
Surfaces should be clean, dry and free of all loose material. Wire brushing 
or sweeping is generally sufficient. Watco Bio-D degreaser can be used to 
remove grease and oil. If the surface is damp it can be primed with Watco 
Tack Coat.

PRIMING
The resin content of Watco Concrex® Carbon Fibre is very high. This means 
that a primer is not usually required when filling holes in concrete floors or 
resurfacing rough or damaged concrete. Watco Tack Coat adhesive primer is 
recommended when using Concrex® Carbon Fibre as a thin section screed 
over smooth surfaces. It is also recommended when repairing intricate/high 
impact areas such as broken floor joint edges, and damaged step nosings.  

MIxING
Wear protective gloves. 
The resin and the sand are already pre-blended and is supplied with bottles of 
curing agent, 4 x 100ml in the 10kg pack and 2 x 500ml in the 25kg pack.  

The curing agent is added to the sand/resin at point of use, and once 
mixed the mortar should be used within 15 - 30 minutes depending upon 
temperature. 
If the entire pack of Watco Concrex® Carbon Fibre cannot be used within  
30 minutes, it can be part mixed. To split a pack carefully halve the sand/resin 
(ideally measured by weight), and use half the number of curing agent bottles.
Do not mix inside the plastic bucket. Tip the sand/resin into a mixing tray or 
on a board.
Shake the bottles of curing agent thoroughly until the liquid is a uniform grey.  
Form the sand/resin into a mound and leave a small hole in the middle. 
Empty the curing agent into the hole, ensuring the bottles are completely 
drained. 
Carefully mix the aggregate with the curing agent using a trowel until a 
smooth mortar is obtained, this will take several minutes. The more thorough 
the mixing, the ‘wetter’, smoother and more manageable the mix becomes. 
Alternatively, you can knead the mixture by hand wearing suitable gloves. It is 
important to mix thoroughly until you achieve a consistent colour.  
A ‘Cretangle’ or suitable open pan mixer can be used to mix large quantities. 

STrenGTH
Concrex® is far stronger than concrete. The table shows a comparison (typical figures).

 Curing Times (at 15°C-20°C) Light Traffic Heavy Traffic

 Curing time will be extended by  1 hour 4 hours
 lower temperatures. Do not use  
 below 10°C (see Watco Concrex®  
 Cold Set).

Concrex® Deep Fill

Concrex® Colours

Concrex® Flex Concrex® Deep Fill 
Rapid

Concrex® Asphalt 
Repair

Concrex® Colours 
Cold Set

Concrex® Cold Set Concrex® Sub Zero Concrex® Vertical

Concrex® Deep Fill 
Cold Set

Concrex® Vertical 
Cold Set

Concrex® Coving 
Mortar

Concrex® Acid 
Strength

AlSO AVAIlAblE IN ThE CONCREx® RANGE

PREPARATION & APPlICATION

  Tensile Strength Flexural Strength Compressive Strength

 Watco Concrex®  15.4 MN/m2 55.9 MN/m2 55.2 MN/m2

 Concrete 3.4 MN/m2 6.9 MN/m2 21.41 MN/m2

1 2 3 4

Empty the bottles of curing agent 
onto the sand/resin

Mix thoroughly using a trowel (or 
by hand – it’s easier)

Trowel firmly into the repair Wipe the trowel with white spirit 
to get a good finish

APPlICATION
Trowel the mortar firmly into the repair and finish with a trowel or float. To 
get a good smooth finish, regularly wipe the surface of the trowel with a cloth 
dampened with white spirit.
Watco Concrex® Carbon Fibre is normally applied at 5mm - 50mm thick, 
but repairs can be feather-edged if most of the repair is at least 5mm thick. 

For repairs deeper than 50mm apply in separate layers allowing 6 - 8 hours 
between layers, or use Concrex® Deep Fill which can be applied at  
15mm - 100mm thick in one layer.

SAFETY
Material Safety Data Sheets are available.

Call our expert team on: 01483 418 418  (Weekdays 8:00am - 5:30pm. Saturday 9:00am - 12:00pm)

Need help? Speak to the experts
Our dedicated and professional team are here to help you get the best results for your project.   
They will talk you through the preparation and application stages when using Safety Coat Cold Cure.

Light Reflective Value 
BS8493:2008

What is an LRV?

LRV stands for light reflective value and is measured in accordance 
with BS8493:2008. The LRV is measured using a Datacolour Spectro 
700 Spectrophotometer. This machine captures the true spectral 
fingerprint of any colour, giving an accurate measurement of the 
amount of light that is reflected from the surface.

Reading the results 

An LRV runs on a scale of 0% - 100%. A perfect black would have a 
LRV of 0%, whilst a perfect white would have an LRV of 100% (neither 
of these currently exist!). If the colour has a LRV value of below 
50%, you know the colour will be absorbing more light than it will be 
reflecting back into the room. The opposite applies for colours with an 
LRV value above 50%.

The Significance of LRV values

Reduce energy consumption by choosing colours with a high light 
reflective values as the amount of lighting required for safe operating 
conditions will be reduced.

To comply with the Equality Act 2010 there must be safe access 
throughout public buildings for people of all ages, genders, and 
disability levels. British Standard, BS 8300-2:2018 states that to 
meet the needs of visually impaired people, there must be sufficient 
contrast between building surfaces and their adjacent areas.
In General, 30 points of contrast is recommended, however in some 
situations 20 or less may points may be acceptable.
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Safety Coat Cold Cure
Watco Safety Coat Cold Cure is an anti slip polyaspartic 
resin formulation that can be applied as low as minus 10°C.
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