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FLOODVAC St frd AT gt

Machine Specification | EXTERNAL USE

ALL-TERRAIN

Motor Wattage: 1400 Watt Max i 3w Henda Detrol Engine)
ON BOARD

Water Lift: 100" HOMDA
Alr Flow Movement: 4200 LPM
Front Entry Port: S0rmm
Contalner: 78 Litres
Welght: 13 kg f 106kg (without pump)
Decibel Level: 107 dB

1301 = 1300w} % 62 (R} with baskeat

DAFIREISICTES L) 100(1) x T30hw) x 62(h) without basket

Internal Pump External PUump (uptosm)
- Flow rate up to 180 Limin 0.8 -12.2m max head
m3/h) - 500 LPM rmax flow
- Picks up solids upto 25mim - 230 Volt 15 kw alectric motor
- Suction down to zero above - Auto stopfstart float switch
ground level - AIS1 304 & cast iron
- Continuous vacuum construction
- 50mm max suspended solids
:Trf RN - M max immersion Wet and Dry Tool Kit
- Power cable - Ol bath motor & seals
- Float switch - Class F insulation, 1P&8

- For dirty water up to 50°C
- 2" BSSPF outlet /
-10m power cable

Package includes

+ & Inflatable, All-Terrain Wheels with brakes - 24kW Engine + 1= Flat Hose (25m) - 1x 38rmm Hose (Brm] - 1x Drain Hose
+ Easy Fit Connectors + 1xskyac Wet and Dry Tool Kit « 1x Submersible Purmp (optional] - 1x Optional Basket

Key Features
[ z
LE.
%.3kw petrol 78 litre drum All-terrain 50mm front
englne wheels with entry port

brakes



