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Centrecoat™ 
Adhesion Promoter 

Technical Data Sheet 

PRODUCT DESCRIPTION 
A single pack adhesion promoter to improve the adhesion of a wide range of solvent based surface coatings 
over a wide range of low surface energy plastics such as Thermoplastic Olefins (TPO), Thermoplastic 
Urethane, (TPU), Acrylonitrile Butadiene Styrene, (ABS), and release agent free Polypropylene. Suitable for both 
flexible and rigid substrates and sheet moulded composites (SMC).  
May also be used to promote adhesion to a wide range of difficult to adhere to  substrates including power 
floated concrete, engineering, bricks, ceramics, aluminium, galvanising, as well as promoting intercoat adhesion 
between paint coatings 
 
FEATURES 
Suitable for both flexible and rigid substrates and sheet moulded composites (SMC). 
Add 10% by volume to solvent based paint to increase adhesion to power floated floors. 
Suitable for engineering, bricks, ceramics, aluminium, galvanising. 
Can be used for promoting intercoat adhesion between paint coatings. 
 
RECOMMENDED APPLICATION METHODS 
Apply by brush, roller or spray. 
9 - 11 thou tip size recommended. 
All surfaces must be clean and dry.  
All substrates which are potentially contaminated must be cleaned down with a suitable alcohol based cleaning 
solvent such as isopropanol.   
Product performance will be enhanced if substrates are lightly abraded. 
Do not apply or dry when air or surface temperature is below 5°C. 
 
TECHNICAL 
Appearance:  Free flowing liquid. 
Odour:  Characteristic aromatic odour. 
Flash point:  23 - 32°C. 
Lower explosive limit:  1.0%. 
Vapour density:  Heavier than air. 
Specific gravity:  0.95 - 1.40. 
Solubility:  Immiscible with water. 
 
COVERAGE 
Theoretical: 12.5m2 per litre.  
 
AVERAGE DRYING TIMES 
In still air conditions the following times can be achieved with a relative humidity of 60% at 20°C. 
Touch dry:  3-5 minutes. 
Recoat:  10-15 minutes 
 
PACKAGING 
Supplied in: 2.5 and 5 litre containers. 
Shelf life:  6 months 
Store between:  5 and 25°C. 
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