
 

Page: 1 / 2 
PDS EpoxyShield-Betonrep-mortel-gb 
Uitgave: 29-08-07 / Ver. 00 

The information contained herein is given in good faith. However, since application conditions are beyond our 
control, N.V. Martin Mathys S.A. cannot assume responsibility for any risks or liabilities which may result from 
the use of these products. The company reserves the right to modify data without prior notice. 

 

PRODUCT DATA EpoxyShield® Concrete Repair Mortar  
 
  
 

DESCRIPTION 
Powdered repair product on cement base and resins for inside and outside use. 

 
MAIN PROPERTIES 
Quick hardening - good mechanical strength - 100 % shrink-resistant. 

 
RECOMMENDED USES 
For levelling and repairing cracks, holes and other damages in concrete, cement renderings 
and not painted brickwork. 

 
TECHNICAL DATA 
Appearance: Powdery (before mixing) 
Colour: Grey 
Density: 1,6 g/cm³ 
Recommended film thickness: Wet film: 2 cm  (cons.: 32 kg/m²) 
 Dry film: 2 cm  (cons.: 32 kg/m²) 
VOC-content: 0 g/l 

 
Drying times 20°C/50% r.h. 
To recoat: 2 days 
Full hardness 1 month 

 
Coverage 
Theoretical: Max. 0,4 m² per 10 kg (film thickness 2 cm). 

 
SURFACE PREPARATION 
On bare substrate: clean with steel brush or sand blaster. The substrate must be solid and 
free from dust, oil and grease. Porous substrates must be moistened first. Metal parts are to 
be treated with an antirust primer (Combiprimer 3369/3380 or Hard Hat 2169/2182). 

 
THINNING & APPLICATION 
Mixing & Thinning: Mixing ratio: Approximately 5 parts of powder to 1 part of water (2 litres 

of water for the entire 10 KG). Fill the container with the water. Add the 
dry mortar to the water whilst stirring. Mix water and powder thoroughly 
to a thick smooth, lump-free substance. Add some water to your liking if 
the mortar is too dry.  

  
Application: Apply the product with the included trowel or spatula up to a maximum 

layer thickness of 2 cm. Wet the trowel to smooth out any trowel marks 
or irregularities. After 48 hours the surface can be sanded using a rough 
sandpaper (P120) to obtain a smooth end result.  

  
Cleanup: Water. 

 
APPLICATION CONDITIONS 
Apply at a temperature of min. 5°C. 

 
REMARKS 
The mortar can now be over coated with EpoxyShield® coatings or other non-alkyd paints like 
Epoxies, Acrylics, etc. 
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If thicker layers are necessary (> 2 cm) the mortar can be mixed with kiln dried quartz sand. 
Mixing ratio: 1 volume part mortar plus 0,3 to 0,5 volume parts of kiln dried quartz sand (0 - 4 
mm). 

 
SAFETY 
Consult Safety Data Sheet and Safety Information printed on the can. 

 
SHELLIFE / STORAGE CONDITIONS 
1 years from date of production in unopened cans, if stored in dry, well ventilated areas, not in 
direct sunlight at temperatures between 5° and 35°C. 

 
 
 


